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PRODUCT Quick Dry Floor Paint 

Description Glossy quick drying solvent bourne, hard wearing enamel, suitable for concrete and wooden floors and 

also metal with the exception of Aluminium. 

 

 Uses For general use on garage floors, warehouses etc. Hardener can be added if tougher finish required. 

 

Appearance Hard and Shiny. 

 

Durability Excellent 

Heat Resistance Up to 120°C 

 

Application 1. Broom or Brush. Recommend first coat best t brush in a thin coat; no more than 5% thinners to 

ensure a good key for your successive coats. Apply successive coats unthinned. If harder finish 

required add 75ml of EnviroPaints Hardener to each 4 Litres of Quick Dry Floor Paint 

2. Min of two coats. Harner can be added 1:5 

3. Recoat after 2 hours.  

 

Coverage 9m² -12m²  per litre depending on substrate. 

 

Dry Time 20-40 mins. 

 

Thinners QDFX Thinners  

 

Note*use only Enviropaints Thinners. If any other brand of thinners are used, there is a risk of product 

break down occurring.  

Clean Up QDFX Thinners 

 

Colour Range Light Grey and other colours on request. 

 

Container Sizes 1 Litre, 4 Litre, 10 Litre  

 

Surface Preparation 1. Ensure surface is clean and free from grease and dirt. Enviropaints Emphasise cleanliness on old 

and new surfaces before paint application, as this is very important to ensure good bonding and 

lasting quality. Degreasing maybe required using EnviroPaints Special Solvent. 

2. Dirt and Grime. Wash and scrub with water. Wash again. Leave to dry. 

3. Oily Substances. Use suitable solvent and scub out oily patches with Enviropaints Special Solvent. 

Allow to dry. 

Caution:  Do not use any degreasing agents, waxes or detergents to clean surface before painting 

 

Coating Format 2- 3 coats 

 

Risk Mitigation 1. Good ventilation required; wear a mask suitable for use with solvents, dust etc. 

2. Avoid excessive inhalation of vapour.  

3. We do not recommend more than eight hours of continual inhalation of fumes as it can cause eye 

irriation and light headed feeling. 

 

Our Suggestions Do not start the job until you have planned it.  

. 
 

 

 

 

 

 

 

In the interest of personal safety Enviropaints Ltd recommend all paint products be stored securely away from children. 

ENVIROPAINTS Ltd cares about the environment and our valued customers, if you have any questions on the product you are using from application to 

disposal, or require Material Safety Handling information please contact Enviropaints free phone (0800) 80 PAINT (72468).   

THE information stated on this Data Sheet, to the best of our knowledge is true and accurate.   Any recommendations or suggestions are given in good 

faith but without guarantee since conditions of use and application are beyond Enviropaints Ltd control.  Some guarantees may apply by law. 

http://www.enviropaints/

