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PRODUCT Moisture Cured Polyurethane- (Interior) 
Description A single pack moisture cured Polyurethane displaying excellent gloss and wear resistance. 

 

 Uses Timber Surfaces,floors,doors,halls,gymnasiums,indoor courts,parquet flooring,fibre boards,cork 

flooring, particle boards. 

 

Finish  Gloss  

 

Colour Range Clear 

 

Coverage 8m-12m2  per litre 

 

Surface Preparation New Timber Surfaces 

Sand thoroughly to remove any contaminates.Remove all dust and lint by vacuuming cleaning and 

ensure the surface is thoroughly dry. Thin first coat 10-20% using Enviropaints MC Thinners. 

Usinglambs wool or similar roller spread evenly across floor without puddles. Cut in the edges using a 

brush. 

When surface is dry apply a second coat without thinning. Normally two coats can be applied in one 

day. 

Followed by two coats the next day.If left overnight a light sanding is required followed by vacuum 

removal of dust to ensure good inter-coat adhesopn (150 grit sandpaper is suitable). 

Old Timber Surfaces 

Sand thoroughly to remove old paint,varnish etc remove dust, then treat as new timber. 

New Cork Tiles 

Ensure Dust free by vacuuming over tiles. Apply one coat undiluted. Allow to dry to tack free 

condition,apply second coat same day if possible.Lightly sand next day (150 grit sandpaper) vacuum 

and remove dust. Apply next coat as required. 

Old Cork Tiles 

Remove coating to clean cork by power sanding.Treat as new tiles for coating purposes. 

Wooden Furniture 

Apply moisture cured polyurethane with a dry brush. Do not apply too thickly as two thin coats are 

better than one thick coat.A thick coat can wrinkle and take much longer to dry. 

Caution:  This material reacts to moisture in the air.Keep lid on at all times. 

 

Application 1. Brush or roller 

2. DO NOT SPRAY unless wearing a full mask with a supply of uncontaminated air.. 

 

Dry Time 2-3 hours at normal temperature. Recoat after 4 hours. 

 

Thinner Special Enviropaints thinners 

 

Flash Point Flammable 30C Flashpoint ( Class 3a) 

 

Chemical Resistance Very Good. 

Abrasion Resistance Excellent; abrasion and scratch resistant. 

Clean Up MCP Thinners 

 

Container Sizes 1 Litre, 4 Litre, 10 Litre & 20 Litre. Best in 4 Litres as it cures with the lids off. 

 

Coating Format 4 coats. Brush in a thinned first coat by 10%-15% to ensure a good key for your next three coats. 

 

Risk Mitigation 1. Face Mask with filter, good ventilation required. 

  

 

Our Suggestions Don’t tip unused product back in the can as its started curing. 
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